
DATE : 

FILE:  

TO: 

FROM : 

SUBJECT: 

INTEROFPICE MEMORANDUM 

March 16, 1992 

961.432 

Ted Bittner 

Boyd Rogers  

Rocky f l a t s  Solar Pond/Pondcrete 
Stabilization P r o j e c t  
Brown & Root J o b  K O :  JR-1198 

REFERENCE: Pondsludge Casting Station 
Process Operation Times 

T h e  following p r o c e s s  operation times a r e  based on the m a t e r i a l s  
handling study, dated J u n e  13, 1992: 

F L l l  H a l f  Crate a LO 9 minutes ( b a s e d  on 9 . 6  h a l f  
crates per hour) 

Fill Half  Crate 13 to 17 minutes (based on 4 h n l f  
crates per hour) 

P l a c e  lids and bands 2 to fi minutes (placement of both 
fiberglase and plywood lids) 

L a b e l  Half Crate 0 . 5  to 1.5 m i n u t e s  

Smear Teat 5 to 20 minutes 

Half C r a t e  Cleaning 5 to 1 5  m i n u t e s  
._ 

P l e a s e  n o t e  t h e  visual inspection and smear test take p l a c e  at t h e  
same station, with two stations provided6 

cc: Larry 0’Quinn 
John Zak 

cc: 







CONCRETE FORM ACCESSORIES 
t 

TOP FORM SPREADER CLEAT (STFC) 
The Top Form Spreader Cleat consists of a '/16" x 1%" steel 
strap w i th  d ie  cut spreader lugs accurately located to 
spread the form. The ends are turned down to grip the out- 
side foces of the studs, top plate or sheathing os desired. 
The use of these cleats often eliminates a row of internal ties. 

TO ORDER, give "F" x "W" x "F" dimensions, symbol and 
name. 
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The Nailer Type, Top Form Spreader Cleat i s  constructed 
the same as the standard type above except for the turned 
down ends.'Four spaced nail holes are provided a t  each 
end to permit nailing to top plates of varying widths. 

TO ORDER, give "F" x "W" x "F" dimensions, symbol and 
name. 

OUTSIDE CORNER CLIP (SOCC) +h"" The Outside Corner Clip i s  made of 'A'' x 3" steel plate bent 
around a 1" radius to a 90' angle. Designed to work with 
one of the panel ties and a Panel Wedge to hold the out- 
side corner of a panel farm. The large radius bend permits 
the use of a %" chamfer strip in the corner to prevent grout 
leakage. Available block or galvanized. 

SPT-BH 
socc 

Outside Corner Clip 
TO ORDER, give symbol and name. 

INSIDE CORNER STRAP (SICS) 
The Inside Corner Strap is  made of %" x 1%" steel strap 
with four %&'' holes. Two 'A'' x 1%" and two %" x 2%" 
carriage bolts are supplied with each strap for bolting to 
p lywood a n d  studs respectively. Ava i lab le  black or 
galvanized. 
TO ORDER, give symbol and name. 

SICS 
inside Corner Strap 

PANEL STRAP (SPS) 
(GALVAN I ZED) 

The Panel Strap i s  made of 1" x 20 gauge galvanized steel 
strap, punched with %" diameter holes to permit nailing to 
studs. Use of these straps controls racking and twisting of 
the panels a s  they are stripped and thus prolongs the life 
of the lumber. 

TO ORDER, give symbol and name. 

SPS 
Panel Strap 

r SFBR 
Form Brace 
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FORM BRACE (SFBR) 
The Form Brace consists of a die cut %" steel plate with bent 
flanges to grip the edges of a 2" x 4" or 4" x 4" brace and 
i s  provided with holes for nailing. A '/I&'' hole in the ex- 
tended portion permits the passage of either the Panel-Ty 
or Bunon Head Ponel-Ty used to tie the panels together. 
Nailing and consequent damage to panels and bracing 
lumber i s  eliminated. Available black or galvanized. 

TO ORDER, give symbol and name. 
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